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New Non-blocking EOVSF Codes for Multi-Rate WCDMA System 

proposed as the standard In third generation UMTS cellular codes are non-blocking. (2) 

Higher data rates ^ The aggregate data.^ rate^ of all NOVSF codes ... 



Adaptive Assignment Scheme for OVSF Codes in WCDMA 

higher data rate so that the overall bandwidth of the. system is same. 2.2. Code/Call 

Blocking. As explained earlier, code blocking is the major ... 

!eeexplore.!eee.Ofg/iel5/1 1 121/35636/01 690339.pdf - Sin}! 

A Fast Code-Assignment Strategy for a WCDMA Rotated-OVSF Tree with .■. 
In the UMTS terrestrial radio access (UTRA) FDD operation by the European ... A high code- 
blocking rate Is easily generated when the OVSF-based scheme is ... 

IngentaConnect Markov Decision Process Based Multiple Codes ..■ 

By using both the code assignment and reassignment mechanisms, the system utilization 

and code blocking can be Improved. Nevertheless, the data rate of ... 



Multicode-based WCDMA for reducing waste rate and reassignments in .■. 
Including code blocking and waste of the system bandwidth. ... Keywords: WCDMA; UMTS; 
OVSF code; Multlcode; Rake combiners; Waste rate; Reassignment ... 

[PDF! NON BLOCKING OVSF CODES INFLUENCE THE PERFORMANCE OF WCDMA SYSTEM 

"."^ PDF/Adobe Acrobat - View as HTML 

The channelization codes of UMTS are based, on the OVSF technique most the rate of 

root code. As the graphs of Blocking probability Vs New ... 
iec.o V V . V 0 ' \' " 0 o 

[PDF] Performance Investigation of Secondary Scrambling Codes in WCDMA .■. 

0 PDF/ Adobe Acrobat - View/ as HTML 
However, the medium packet bit rate becomes smaller as a. result of the Interference from 
the secondary scrambling code,, even though the code blockmg ... 

Region division assignment: a new OVS F code r eservation and ... 
Note that the code blocking can occur only for higln-rate requests. ... multiple access 
protocol In UMTS/IMT-2000 and examined Its performance with regard to ... 



Single Code-Based Dynamic Grouping with Cycle Interieaving 
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The waste rate and code blocking is tlius reduced significantly. ... [2] H. Holma and A. 
Toskala, WCDMA for UMTS, John Wiley & Sons, 2000. ... 
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[PDH EFFICIENT APPROXIMATION OF BLOCKING RATES !N UMTS RADIO NETWORKS 
File Fonnai: PDF/ Adobe Acrobat - View as HTML 

Firstly, with the W-CDMA (Wideband Code Division Multiple [12] Ryll F. Approximating 

Blocking Rates in UMTS Radio Networks. ... 
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